	Supplemental Table 2 | Bedside chest EIT data collection

	Variables
	Pre 
	Post

	Date and time of chest EIT measurement 
	X
	

	Performer
	
	

	VP; VP + chest EIT registration; chest EIT
	X
	

	Patient position 
	
	

	Degrees of head 
	X
	

	Prone (or right or left side)
	X
	

	Duration current position 
	X
	

	Ventilator settings
	
	

	Pressure control, yes/no
	X
	X

	Pressure support, yes/no
	X
	X

	CPAP, yes/no
	X
	X

	FiO2, %  
	X
	X

	Respiration rate, per minute
	X
	X

	Tidal volume, ml 
	X
	X

	Positive end-expiratory pressure (PEEP), kPa 
	X
	X

	Dynamic compliance, l/kPa
	X
	X

	PEEP-trial start
	X
	X

	PEEP-trial end
	X
	X

	PEEPi, kPa (expiratory hold)
	X
	X

	Pplat, kPa (inspiratory hold)
	X
	X

	Arterial blood gas pO2, kPa 
	X
	X

	Arterial blood gas pCO2, kPa 
	X
	X

	Arterial blood gas, pH
	X
	X

	VP; ventilation practitioner advises optimal positive end expiratory pressure (PEEP) level to intensivist based on dynamic compliance; VP + chest EIT registration means chest electrical impedance tomography measurement without its clinical interpretation, while ventilation practitioner advises optimal PEEP level to intensivist based on dynamic compliance; chest EIT, ventilation practitioner advises optimal PEEP level to intensivist based on bedside chest EIT interpretation. Planned post-processing of chest EIT data will result in alveolar overdistension, alveolar collapse and the global inhomogeneity indices.



