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Figure S1: 1D point spread functions (PSFs) for varying decay coefficients A. Simulations were performed for a matrix size of 200 pixels with T2 = 100 Nyquist dwells, kgap = 30 Nyquist dwells. For small values of A, the PSFs are very similar. However, the size of the side lobe quickly increases as A approaches 1. 
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Figure S2: Profiles of the 3D simulations illustrated in Fig. 4 demonstrating the effects of the decay coefficient A on image quality. Each profile is taken horizontally on the middle line of 4 selected images (A = 0, 0.04, 0.1, 0.2). As A increases, the overall image intensity decreases (by a factor smaller than A) and artifacts start to appear in the center of each object, especially in the largest one. Noticeably, the sharpness of the edges is hardly affected. All of these effects can be understood by looking at the HYFI MTF (Fig. 1e). First, as long as the overall PSF shape remains close to a delta function, the image intensity is related to the PSF maximum and hence to the integral of the MTF. As A increases, the MTF decreases by a factor A only in the inner k-space at the end of each radial shell. Thus, its integral and hence the image intensity decreases, but by a factor smaller than A. Second, the irregularities in the MTF arise around the k-space center and not on the edges of the k-space support (as opposed to usual Gibbs ringing). Hence, the related artifacts are expressed as low frequency modulation appearing essentially at the center of the larger objects where PSFs of surrounding pixels can constructively interfere. However, the high-frequency part of the object and hence the resolution of the edges remain mostly unchanged. 
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